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12) If potential for contamination to the District's potable water supply exists (i.e. Auxiliary If potential for contamination to the District's potable water supply exists (i.e. Auxiliary Water Supply, Hydronic Heating, Boilers, Swimming Pools, Solar Heating Systems, Fire Sprinkler Systems, etc.) An approved Backflow Assembly will be required. Backflow  Assembly shall be installed above grade and in the horizontal position. If Assembly is placed outside of the structure, it shall be install between the water meter and the building foundation. If the Assembly is placed inside the structure it shall be installed within twenty four inches (24") of  where the water service enters the structure. where the water service enters the structure. Backflow Assembly must have freeze protection.      12A) Hydronic heating will not require a backflow assembly if it is a "closed loop system" Hydronic heating will not require a backflow assembly if it is a "closed loop system" with a "stand alone" reservoir for make-up water. The system must have a Double Wall heat exchanger. All systems must be approved by a District inspector to be  exempt from a backflow assembly. 13) All Fire Protection Systems require an approved Back Flow Assembly installed on the All Fire Protection Systems require an approved Back Flow Assembly installed on the Fire Line. An approved Home Tank Fire Pump System, with an approved air-gap, will not An approved Home Tank Fire Pump System, with an approved air-gap, will not will not require a Back Flow Assembly. . 14) Back Flow Assemblies must be tested, by a District approved certified tester, after  Back Flow Assemblies must be tested, by a District approved certified tester, after  initial installation and annually thereafter. Test results need to be sent to the District's Customer Service Department.  15) All Water Services, Water Meters and Back Flow Assemblies shall be left exposed and All Water Services, Water Meters and Back Flow Assemblies shall be left exposed and be leak proof under static line pressure until witnessed and inspected. DO NOT STACK WATER BOXES or cover any work until it has been inspected and approved by the  District inspector. 16) Meter box installation shall consist of three inch (3") rigid foam insulation placed  Meter box installation shall consist of three inch (3") rigid foam insulation placed  inside the meter box on top of the meter. No "spray on" type rigid  foam insulation foam insulation will be accepted and rigid insulation SHALL NOT be attached to the lid. The meter box lid shall have a centered two inch (2") diameter hole  to accommodate the meter  to accommodate the meter  reading system. 17) If work is approved, the inspector will notify you verbally or an Acceptance Notice will If work is approved, the inspector will notify you verbally or an Acceptance Notice will be left at the jobsite. If work is not approved, a Correction notice will be left at the jobsite. Please call for re-inspection. Excessive re-inspection may be subject to  additional inspection fees. 18) A second meter inspection will take place approximately two (2) weeks after the initial A second meter inspection will take place approximately two (2) weeks after the initial water service inspection it will include correct installation of boxes, proper insulation and meter tolerances. The Inspector will lock-off the meter if it is not properly  installed in the meter box. . 19) If you have any questions regarding your water service hookup, call the District  If you have any questions regarding your water service hookup, call the District  Inspectors at: (530) 544-6474. 20) IT IS THE RESPONSIBILITY OF THE PROPERTY OWNER, DEVELOPER AND/OR GENERAL  IT IS THE RESPONSIBILITY OF THE PROPERTY OWNER, DEVELOPER AND/OR GENERAL  CONTRACTOR TO ENSURE THAT ALL WORK IS PERFORMED BY AN APPROPRIATELY   LICENSED CONTRACTOR.
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